INSTALLATION INSTRUCTIONS

GLASS RAILING
YOU NEED
Mitre saw
Drill
Spirit level
Rubber malet

ATTENTION!
The glass has to be handled with
caution. It does not tolerate any kind
of impact on the edges.

INSTALLATION
VIDEO
See how quick and
easy the glass
railing is to mount

TOP MOUNTED
	Sealant applicator*
Mason line
(for top mounted)

Read the entire installation manual before
you start. Photo 4-10 applies to both topand front mounted.
*Remember neutral hardening silicone
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Methods for calculation
Method 1: Distance c/c posts = Glass width + 38 mm
Method 2: Distance between posts = Glass width -– 72 mm

1

c/c

Start by calculating the distance based on one of the two
methods above. After placing the mounting plates, pre-drill
the 4 holes for the mounting screws with a 8mm drill
through the terrace. Place the reinforcement profiles on the
mounting plates.
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Apply glue in the four corners of the post and fasten the
post to the mounting plates by sliding it over the
reinforcement profile.
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Make sure the reinforcement profiles are placed on a straight line
with a mason line and that they are level. If they are out of level
the supplied wedges can be placed under the mounting plates.
Fasten the reinforcement profiles with the 4 mounting screws. All
of the screws need to be fastened to the bearing construction.

On each side of the post press the short clips into the bottom
of track. For the end post use the long clips in the end track.
A rubber mallet can be used with caution.

Press the outer rubber gasket into the track. Make sure
the yellow stripe is facing towards the post.

40 mm
6

7

Place a small plastic block on the clips, so they are placed
under the glass when the glass is mounted. The glass
panels must not be mounted directly on the clips.
Handrail connector
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Carefully slide the glass panels on place in the tracks. The
distance from the bottom of the glass to the terrace is
approx. 40 mm.

Part the inner rubber gasket in two pieces. Press with
your fingers the gasket in between the glass and post.

Handrail connector 90°
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Shorten the handrail and place it on the posts. Deburr
the edges and mount two connecting pieces in the profiles
of the handrail. Slide the two handrails together.
Optionally: Finish with neutral hardening silicone in
the joint.
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On both sides of the handrail pre-drill a 3 mm hole
through the handrail and the post. Fasten the handrail on both sides with 2 of the supplied screws.
When connecting two handrails use 4 screws.
Handrails have to be connected on top of a post.

Glue and attach the end cap to the end of the
handrail. Remove excess glue.

FRONT MOUNTED
Method for calculation
Afstand mellem stopler = Glasbredde – 35 mm
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Glue and attach the bottom plugs at the end of each
post.
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Start by calculating the distance between the posts
based on the method above.
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Mount the posts with the supplied screws. All of the screws
need to be fastened to the bearing construction. Afterwards
follow the top mounted instructions photo 4-10. If the posts
are out of level the supplied wedges can be used.
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